
JM HD1
Utviklet av JM Robotics AS

JM HD1 er et ROV-system utviklet 
for å takle kalde farvann og et 
krevende miljø. Dette er en 
skikkelig undervannstraktor som 
tåler bruk i de mest krevende 
forhold langs kysten. 
Dybdekapasitet ned til 400 meter. 
Leveres med 3Kw Topside Power 
System med jordfeilovervåkning.
JM HD1 er robust, fleksibel og 
klargjort for DVL, sonar og 
undervannsposisjonering!

Online Support:
JM Remote-support er pre-
installert på ROV og Topside 
Powersupply. Med Remote-
support kan vi feilsøke, oppdatere 
og vedlikeholde ditt ROV-system.

ROV er klargjort med 3 x connector 
for ekstra utstyr.
(USB, Ethernet, Seriel data og 12V)

https://www.jmrobotics.no



BOTH ROV AND POWER SUPPLY COMES WITH REMOTE SUPPORT PRE-INSTALLED!

Physical
Length 650 mm
Width 550 mm
Height 200 mmw.o. sensors
Weight in Air w. ballast 23 kg
Weight in Air w. ballast 21.8 kg
Construction Frame HDPE Plastic
Electronics Enclosure 4” Series aluminum
Power Supply 3” Series aluminum
Buoyancy Gel coated, rated to 488 m
Ballast Weight 6 x 200 g Stainless Steel

Performance
Maximum Rated Depth 400 msw
Maximum Forward Speed 1 m/s, 2 knots
Thrusters BR T200 with connectors
ESC BR Basic 30A
Thrusters Configuration 8 thrusters:

- 4 Vectored
- 4 Vertical

Forward Bollard Thrust 15 kgf
Vertical Bollard Thrust 20 kgf
Lateral Bollard Thrust 15 kgf

Sensors
3-DOF Gyroscope
3-DOF Accelerometer
3-DOF Magnetometer
Internal Temperature sensor
BR Bar 100 Pressure/Dept & Temperature Sensors, external
Current and Voltage Sensing
Leak Detection

Lights 12000 Lumens total
Brightness 8 x 1500 lumens w. dim control
Light Beam Angle 135°

Camera
Camera 1080p digital, low-light
Camera Field of View 110° horizontally
Tilt Range +/- 90 degree camera til
Tilt Servo Hitec HS-5055MG

Power supply
Length 420 mm
Width 480 mm
Height 220 mm
Weight 11,5 kg
Input Voltage 180 - 240 VAC, 50 - 60 Hz
Input Current Max(fuse) 16 A
Output Voltage 400 VDC
Output Current Max 7,5 A
Output Power Max 3000W
Operating Temperature - 20 to 60 ° C
Humidity 20-90% RH non-condensating
Safety Automatic Ground failure

detection
IP ratings IP20 (waterproof transport

case)

Tether
Sheath coulor Yellow
Diameter 13 mm
Buoyancy in salt water Neutral
Working strength 150 kg
Breaking strength Min 230 kg
Max Voltage Power conductors 1 KVolts
Max Voltage Data Conductors 600 Volts
Static bending radius ≥ 5 x outer diameter
Dynamic bending radius ≥ 12 x outer diameter

External interface
3 USB and 12V, with optional Ethernet and serial data
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